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PLY FORMWORK- ANTI SLIP FORMPLY 
FSC 

Technical board composed of a phenolic plywood core 100% 

hardwood covered on one or both sides with phenolic film. 

One of the sides presents an anti-slip pattern with mesh 

finish. 

 
Gluing 

Class Ill (EN 314-2) 

 
Variations 

Fireproof 

Reverse side: raw/plain film/mesh 

Colours: black 

 
Main uses 

Scaffold floors 

Trailer truck floors 

Stages 

Trailers 

Security walkways 

 
 
 
 
 
 
 
 

 
Thickness (mm) Dimensions (mm) 

16mm 2440 *1220 

 

 
Characteristics (only related to the Formply plywood board in the standard configuration

 
 

Density 

 

 
Kg/m3 

 

Unit Values 

650 ± 50 

 

Elasticity unit 

Resistance to elasticity 

Longitudinal 

Transverse 

Longitudinal 

Transverse 

>8.600 MPa 

>7.400 MPa 

>85 MPa 

>70 MPa 

El 

 

Formaldehyde emissions 
  CARB Phase 1s 

CARB Phase 21 

CARB ULEFI 

 
 

Resistance to abrasion Cycles  >3.200  

Rolling test Cycles  >7.200  

Anti-slip coefficient  CLASS Ill   

Resistance to unstuck MPa  85,5  

Absortion of water at 20° %  1,93  

Resistance to unstuck by traction N  2115  
   D-S2,dO  

Reaction to fire   M11 

F11 

 

 

Resistance to uprooting screws daN  183  

Acoustic isolation dBA  26,1 ± 1,0  

Determination of combustion heat Mj/Kg  17,20  
 

* Indicated data are based on tests realised in independent laboratories. 

* These data are based on core and sheets specific thickness, therefore it may be interpreted as guidance. 

$ Only under special requirements. 
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